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Development Studies for a Novel
Wet Oxidation Process '

Developer: Delphi Research, Inc.
Contract Number: DE-AC21-92MC29107
Crosscutting Area: ESP

Problem: wastes, with the potential to destroy  Laboratory studies have [een

hazardous organics compounds conducted to measure || the
Many DOE sites contain complex  while containing and concentratindestructionefficiency of DETOX
and variable mixtures dfazardous  metals from contaminated material@pplied to several model organ
organics, inorganics, and In laboratory studies, destruction compounds, euakatate of
radionuclides whiclaredifficult to  efficiencies of this versatile eleven model metals in the DETQX
remediate effectively. This is often  treatment protesse been greater  solution, and determin@lthleey of
compounded by their dispersal in  th&9.9999% for oxidation of DETOX to remove organics ggd
soils, sludges, andvater. Land materials like xylene. This method metals from soilsThe data
filling, incineration, and long-term  may be used on a wide variety of obtained in these tests were|psed

storagetechniques have been the waste types. preminary engineeringtudy for
traditional means of disposal of Prototype treatment system.
these wastes. Presently, newBenefits: Design parameters were estaljjshe
regulatory restrictions either prevent to guide design opratotype
such techniques or make using themTreatment to destroyyeclaim, DETOX unit for the treatment o
costly. recycle, otransform the waste to a atardous om@nics and metals fron]
harmless or useful form wastes.
' »On-site treatment The process hag potential to
m $ P “‘”" oxidize virtually all organic
% »Potential waste-volume reduction ~ compounds autubilize many
_- metals. It could be of considerab|g
“ 'i?*"-i' »Ability to cost-effectively treat  usewhere there are mixed organigp
" ,i several contaminants at once and metals in soils and slugjges,
E ‘%ﬁ landfill materials, extraction outpu
ATt ' Lol Technology: streams, obsolete 0

decommissionedparts, or other
This process is based on a patented  matrices. In waste managemapt, tf
Solution: combination (DETOX) of iron ions, process can have a Vvariety|]of

a homogeneous oxidation catalyst, applications in treating R{RA
Development and demonstration of and a ferrous-iron to ferric iron wastes and in concentratingjmet
a catalytic wet oxidation process for  oxidation catalyst in an acid solution  from waste streams for recqyery.
the treatment omulti component to oxidizeorganic compounds.
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ste of the processnay offer a  considerable volumesduction of Morgantown Energy Technola\g/
highly desirable reduction of public, radioactive wastes by destruction of  Center

occupational health, and tleeganic portions with resultant 3610 Collins Ferry Road
environmental risks by removing the  containment andcentration of Morgantown, WV 26507-8880
waste or converting it to a form the radionuclides. Phone: (304) 285-4663
which in manycases is of less Fax: (304) 285-4403

volume and toxicity, may be at leastContacts: E-mail: whuber@metc.doe.go

partially reclaimed, and/ocan be
treated as aradioactive waste. Delphi Research, Inc., develops and
Operations can be improved bycommercializes innovativevaste

treating a variety ofvastetypes, treatment technologies. For
thus simplifyingthe task of waste formation regarding this project,
handling, segregation, the contractor contact is:

characterization, and treatment.
Principal Investigator:
Costreductions could result from  Patrick M. Dhooge
the relatively low-cost treatment  Delphi Research, Inc.
with this process, particularly inthe 701 Haines Ave., NW
case of multicomponent waste Albuquerque, NM 87102
mixtures andmixed wastes, and Phone: (505) 243-3111
from the consolidation of waste Fax: (505) 243-3188
treatment from a variety afastes E-mail: delphi@indirect.com
into one process rather than a
number ofseparate systems. DOE's  Morgantown  Energy
Technology Centersupports the
The process can reduce the time  Environmental Manage@éite
required for remediation by of Science and Technology by
treatment of wastes teliminate caotracting the research and
them at the site, thussaving deelopment of new technologies
considerable time irattempts to for waste site characterization and
accomplish  long-term site  cleanup. For information regarding
extraction, stabilization, monitoring,  this project, the DOE contact is:
and management. While the process
is not solely a waste-volume DOE Project Manager:
minimization technique, it can allow  William J. Huber
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